
SAINT TECHNOLOGIES,  INC.                               U.S.  PATENT:  5,562,378      

BASE MATERIAL:   STAINLESS STEEL 17-7,  Rockwell Hardness Rc 43 min.  Finish Options listed below. 

FINISH SUFFIX STC SPECIFICATION 

ZINC -Z QQ-Z-325, CLASS 2, TYPE II 

ELECTROLESS NICKEL -E MIL-C-26074, CLASS 1, GRADE A 

Saint Technologies, Inc.  

10 North Locust    P.O. Box 66  

Shannon,  IL  61078 

Phone:   815.864.3035 

Fax:        815.864.3134 
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 FOR JSFC32 CONNECTORS  

 USED ON    "D" 

CATALOG JSFC32 "A" "B" "C" NUT FLATS 

NUMBER NUMBER +/-.005 +/-.005 +/-.005 +/-.010 

RL9-R020 JSFC32WC26S 1.130 1.501 0.787 1.300 

RL9-T013 JSFC32WD35S 1.255 1.649 0.860 1.457 

RL9-Z052 JSFC32WE8S 1.380 1.769 0.928 1.575 

RL9-Z052 JSFC32WE35S 1.380 1.769 0.928 1.575 

RL9-Z053 JSFC32WG11S 1.630 1.993 1.045 1.811 

RL9-Z054 JSFC32WH35S 1.755 2.192 1.152 2.016 


